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GENERAL PROJECT NOTES

1. THE CONTRACTOR AGREES THAT, IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES, THE
CONTRACTOR WILL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE
OF CONSTRUCTION OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY. THIS REQUIREMENT
SHALL BE MADE TO APPLY CONTINUOUSLY AND NOT LIMITED TO NORMAL WORKING HOURS.

2. ALL EXISTING FEATURES ARE SHOWN IN THEIR APPROXIMATE LOCATIONS. IT SHALL BE THE CONTRACTOR'S
RESPONSIBILITY TO FIELD VERIFY LOCATIONS, ELEVATIONS, ETC. OF EXISTING FACILITIES AND TO IMMEDIATELY
NOTIFY THE ENGINEER IN WRITING OF ANY FIELD CONFLICTS.

3. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO OBTAIN ALL PERMITS NECESSARY TO PERFORM THE WORK
SHOWN IN THESE PLANS FROM THE APPROPRIATE AGENCIES, PRIOR TO PERFORMING ANY WORK.

4. CONTRACTOR SHALL MEET WITH CITY PRIOR TO START OF CONSTRUCTION. 48 HOURS NOTICE IS REQUIRED ON ALL
INSPECTIONS.

5. DUST CONTROL DURING ALL PHASES OF CONSTRUCTION IS THE RESPONSIBILITY OF THE CONTRACTOR. ADJOINING
STREETS AND PRIVATE DRIVEWAYS SHALL BE KEPT CLEAN OF PROJECT DIRT, MUD, MATERIALS AND DEBRIS, TO THE
SATISFACTION OF THE ENGINEER.

6. CONTRACTOR SHALL MAINTAIN ACCESS TO RESIDENCES AFFECTED BY THE PROJECT THROUGHOUT THE DURATION
OF THE CONTRACT ACCORDING TO THE SPECIFICATIONS. THE CONTRACTOR SHALL AT NO TIME BLOCK ACCESS TO
RESIDENTS WITHOUT THE ADVANCE APPROVAL OF THE ENGINEER AND NOTIFICATION OF THE RESIDENT.

7. THE CONTRACTOR SHALL BE REQUIRED TO KEEP ALL CONSTRUCTION ACTIVITIES WITHIN THE RIGHTS-OF-WAY AND
EASEMENTS OBTAINED FOR THIS PROJECT UNLESS OTHERWISE SHOWN. THIS SHALL INCLUDE, BUT NOT BE LIMITED
TO, VEHICLES AND EQUIPMENT, LIMITS OF TRENCH EXCAVATIONS, AND STOCKPILED NEW MATERIAL.

8. CONTRACTOR SHALL NOTIFY THE UNDERGROUND SERVICES ALERT (U.S.A) 811 TWO WORKING DAYS PRIOR TO THE
START OF ANY EXCAVATION OR DEMOLITION OF IMPROVEMENTS.

9. CONTRACTOR SHALL EXERCISE DUE CAUTION DURING CONSTRUCTION TO PROTECT ANY EXISTING LANDSCAPING,
FIXTURES, EQUIPMENT, CONCRETE SIDEWALK, CONCRETE CURB AND GUTTER, AND AC PAVING TO REMAIN. ANY
DAMAGE RESULTING FROM CONTRACTOR OPERATIONS SHALL BE REPAIRED AS DIRECTED BY THE ENGINEER, AT NO
ADDITIONAL COST TO THE CITY.

10. TRAFFIC CONTROL DURING CONSTRUCTION SHALL BE THE CONTRACTOR'S RESPONSIBILITY AND IN ACCORDANCE
WITH THE CONTRACT DOCUMENTS. CONTRACTOR SHALL PROVIDE ALL LIGHTS, SIGNS, BARRICADES, FLAGMEN, AND
OTHER DEVICES NECESSARY TO ENSURE PUBLIC SAFETY WITHIN THE PROJECT SITE.

SURFACE RESTORATION NOTES

1. ALL PAVEMENT CUTS SHALL BE SAWCUT, SMOOTH AND VERTICAL. THE PAVEMENT AREA BEING REMOVED
SHALL BE RECTANGULAR, UNLESS SHOWN OTHERWISE ON PLANS.

2. CONTRACTOR SHALL RESTORE ALL EXISTING PRIVATE AND PUBLIC IMPROVEMENTS DAMAGED BY THEIR
OPERATIONS TO THEIR EXISTING CONDITION OR BETTER. THIS INCLUDES, BUT IS NOT LIMITED TO ALL
LANDSCAPING, IRRIGATION, DRIVEWAYS, AC PAVING, CONCRETE WORK AND UTILITIES UNLESS NOTED OR
DIRECTED OTHERWISE BY THE CITY'S REPRESENTATIVE.

3. RIMS OF EXISTING UTILITY BOXES AND OTHER RELATED APPURTENANCES THAT ARE TO REMAIN SHALL BE
PROTECTED DURING CONSTRUCTION AND SHALL BE ADJUSTED TO FINISH GRADES TO MAINTAIN ACCESSIBLE
PATH. ANY DAMAGE RESULTING TO EXISTING UTILITY FACILITIES FROM CONTRACTOR OPERATIONS SHALL BE
REPAIRED AS DIRECTED BY THE APPROPRIATE AGENCY AT NO ADDITIONAL COST TO THE CITY OR UTILITY

4. ALL MANHOLES, VALVES AND MONUMENT FRAMES SHALL BE SET TO FINISH GRADE SUCH THAT THERE ARE
NO IRREGULARITIES WITH FINISHED GRADES.

5. PROVIDE SMOOTH CONFORM TO EXISTING AC PAVEMENT AT ALL TRANSITIONS.

6. CONTRACTOR SHALL COORDINATE WITH ENGINEER TO FINALIZE REPAIR AREAS. CONTRACTOR SHALL
COORDINATE FINAL REPAIR AREAS AFTER MILLING OPERATIONS.
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SIGN AND STRIPE CODE CHART

CODE TOTAL QTY DESIGNATION

C19(CA) 2 EA RAMP CLOSED AHEAD

C38(CA) 2 EA USE NEXT EXIT

W20-3 4 EA ROAD CLOSED AHEAD

M4-8 2 EA DETOUR SIGN

C2 1 EA RAMP CLOSED
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DETAIL 1:
TRAFFIC CONTROL AT U.S. 101 / RODEO AVE. OFF RAMP

NOT TO SCALE

TRAFFIC CONTROL PLAN
NOT TO SCALE
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SEE NOTE 2

MILLED VERTICAL OR
SAW CUT EDGES (TYP)

EX. NATIVE MATERIAL

4" MILLED SECTION,
SEE DETAIL 2

MILL & FILL ROADWAY STRUCTURAL SECTION1 NOT TO SCALE

EXISTING GRADE, SEE LAYOUT PLAN

NOTES:

1. ASPHALT CONCRETE FOR MILL & FILL SHALL BE 1/2-INCH MAXIMUM, TYPE A.

2. EXISTING AB SECTION SHALL BE EXPOSED DURING MILLING OPERATIONS. THE CONTRACTOR SHALL
SCARIFY AND RECOMPACT THE TOP 4 INCHES TO 95% RELATIVE COMPACTION AS DIRECTED BY THE
ENGINEER.

3. CONTRACTOR SHALL INSTALL 2" MIN. HMA LEVELING COURSE, PAVEMENT MAT, AND 2.5" NEW SURFACE
COURSE

MILL 4.0" AND
PLACE 4.5" AC FILL, SEE NOTE 2

EXISTING NATIVE MATERIAL

EXISTING AB SECTION,
SEE NOTE 2

2POST MILLING REPAIR
NOT TO SCALE

5MARIN COUNTY STANDARD PLANS
NOT TO SCALE4CALTRANS STANDARD PLANS

NOT TO SCALE

PAVEMENT MAT PER
SPECIFICATIONS.

SEE NOTE 3
4.5" AC FILL

DEPTH VARIES,
SEE LAYOUT PLAN

2" MIN. LEVELING COURSE
PER SPECIFICATIONS

NOTES:

1. LOCATIONS OF POST MILLING REPAIRS SHALL BE IDENTIFIED DURING CONSTRUCTION BY
ENGINEER

2. SCARIFY AND RECOMPACT EXISTING AB TO 95% RELATIVE COMPACTION. DEPTH VARIES .
SEE PLANS.

3. IF AB MATERIAL APPEARS SOFT, REMOVE AND REPLACE AB AND NATIVE MATERIAL TO A
DEPTH OF 12 INCHES, INSTALL NEW AB TO BOTTOM OF NEW AC SECTION, AND COMPACT TO
95% RELATIVE COMPACTION

SEE NOTE 3
ANCHOR W/ #4
REBAR
DRILL A MINIMUM 6"
DEPTH AND AND
EPOXY
@ 6" O.C.

PROVIDE
CLEAN EDGE

EXISTING STORM
DRAIN STRUCTURE

EXISTING
CURB INLET

EXISTING
SURFACE

ALIGN WITH AND
MATCH EXISTING TC

6"

NEW GALLERY
INLET,

SEE NOTE 1 AND 2 PAVEMENT,
SEE PLANS

4MODIFIED CATCH BASIN
NOT TO SCALE

1. CONTRACTOR SHALL REMOVE A MINIMUM OF THE TOP 12" OF EXISTING
CATCH BASIN AND RECONSTRUCT A GALLERY INLET PER STD. DWG. 255

2. CONTRACTOR SHALL APPLY AN EPOXY BONDING AGENT TO ALL SURFACES
OF EXISTING CONCRETE THAT CONNECT TO NEW CONCRETE

2" MIN.

NOTES:

2" MIN.


